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Before using this product, the user is advised and cautioned to make its own determination and assessment of the safety and 
suitability of the product for the specific use in question and is further advised against relying on the information contained 
herein as it may relate to any specific use or application. It is the ultimate responsibility of the user to ensure that the product is 
suited and the information is applicable to the user's specific application. Chevron Phillips Chemical Company LP does not 
make, and expressly disclaims, all warranties, including warranties of merchantability or fitness for a particular purpose, 
regardless of whether oral or written, express or implied, or allegedly arising from any usage of any trade or from any course of 
dealing in connection with the use of the information contained herein or the product itself. The user expressly assumes all risk 
and liability, whether based in contract, tort or otherwise, in connection with the use of the information contained herein or the 
product itself. Further, information contained herein is given without reference to any intellectual property issues, as well as 
federal, state or local laws which may be encountered in the use thereof. Such questions should be investigated by the user. 
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AlphaPlus® C16-18 ISA 65:35 
Technical Data 

 
 

Property Method Typical Value 

Carbon Number, wt. % C14  GLC 0.2 

Carbon Number, wt. % C16  GLC 64.0 

Carbon Number, wt. % C18  GLC 35.0 

Carbon Number, wt. % &ge;C20  GLC 0.8 

Kinematic Viscosity @ 0° C, cSt  ASTM D 445 7.7 

Kinematic Viscosity @ 40°C, cSt  ASTM D 445 2.9 

Kinematic Viscosity @ 100°C, cSt  ASTM D 445 1.3 

Color, Saybolt  ASTM D 156 +25 

API Gravity  ASTM D 287 45-50 

Density, lb./gal., 60°F, (15.6°C)  - 6.5-6.7 

Flash Point, PM °F, °C  ASTM D 93 288 (142 ) 

 

1. The nominal properties herein are typical of the product but do not reflect normal production and testing variances and therefore should not be 
used for specification purposes. Values are rounded. 

2. Stock Limitation Requirement Data provided by Chevron Phillips Chemical Company, LP 

PAH (as Phenanthrene, HPLC/UV) mg/kg EPA 1654A <0.1ppmw (none detected) 

Toxicity (to Leptocheirus, 10 day test) BTR EPA Fed. Reg. = 0.91 (no K-factor) 

Biodegredation (anaerobic, 275 day) BPR EPA Fed. Reg. = 0.78 (no K-factor) 

3. Notes: BTR = Base Fluid Toxicity Ratio = 10 day LC50 for Reference / (10 day LC50 for Product) 

BBR = Base Fluid Biodegredation Ratio = (% Theoretical gas produced by Reference ) / (% Theoretical gas product by Product) 

 


