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1. Purpose 
 

To ensure shipments of pipe from Performance Pipe are marked with the correct    
warning labels. 

 
2. Scope 

 
 All plants shipping loads of pipe on flatbed trucks. 
 
3. Responsibility 

 
 The Plant Manager and / or designee shall ensure compliance with all procedures. 
 
4. Procedure – Performance Pipe Plants 
 

Attached are examples of the required warning labels to be placed on pipe loads before 
shipment on flatbed trucks. The labels will be attached to the pipe as specified in each 
description. These labels will be used on all flatbed trailer shipments originating from domestic 
plants to all locations, including international shipments. The part numbers can be utilized to 
order labels and supersede any previous part numbers in use in the system. 

 
WARNING LABELS 

 
 

 
FOR VERTICAL COILS, TWO LABELS ARE TO BE ATTACHED TO ONE COIL ON  

BOTH SIDES OF THE TRUCK. 
 

PART NUMBER 10567937 
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FOR STRIP LOADS. LABELS ARE  TO BE ATTACHED TO LOWER PACKS ON EACH SIDE OF TRUCK. 

 
PART NUMBER 10567935 

 
 
 
 

 
FOR COILED PIPE IN SILO PACKS. ATTACH THE LABEL TO A MINIMUM OF TWO SILO PACKS ON 

EACH SIDE OF THE LOAD. 
 

PART NUMBER 10567936 
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FOR METAL REELS.  ATTACH THE LABEL TO THE SIDE OF EACH PIPE COIL INSIDE THE REEL. 

 
PART NUMBER 10567938 

 
 
 
 
 

 
FOR BULK PACKS, SOFT PACKS AND HARD SIDED BUNDLES.  ATTACH THE LABELS ON THE 

LOWER PACKS ON EACH SIDE THE TRUCK. 
  

PART NUMBER 10567934 
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FOR AUTO COILS, ATTACH A LABEL ON EACH SKID.  
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5. Procedure – PMSA 
 

Attached are examples of the required warning labels to be placed on the pipe for all flatbed 
truck shipments.  The labels will be attached to the pipe as specified in each description. 
These labels will be used on all flatbed trailer shipments for domestic shipments that are 
known to be destined for Mexico even if the customer is arranging the pickup.   
 

   
WARNING LABELS 

 
FOR STRIP LOADS. TO BE ATTACHED TO LOWER PACKS ON EACH SIDE OF TRUCK 
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FOR BULK PACKS, SOFT PACKS AND HARD SIDED BUNDLES. TO BE ATTACHED ON  

THE LOWER PACKS ON EACH SIDE OF THE TRUCK 
 
 
 
 

 
FOR COILED PIPE IN SILO PACKS. ATTACH THE LABEL TO A MINIMUM OF  

TWO SILO PACKS ON EACH SIDE OF THE LOAD. 
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FOR VERTICAL COILS. LABELS ARE TO BE ATTACHED TO ONE COIL ON  
BOTH SIDES OF THE TRUCK. 

 
 
 


